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PRODUCT DISCLAIMER: The information contained in this technical bulletin is believed to be accurate, but can not possibly cover every application or variation of conditions under which the product 
is used or tested. The specifications herein are based on the manufacturer’s experiences, research and testing. Johnson Hi-Tech (Australia) Pty Ltd trading as JOHNEX explosives can not anticipate 
or control conditions under which this information and its products may be used. Each user is responsible for being aware of the details in the technical bulletin and the product applications in the 
specific context of the intended use. Johnson Hi-Tech (Australia) Pty Ltd will not be responsible for damages of any nature resulting from the use or reliance upon the information. No express or 
implied warranties are given other than those implied as mandatory by Commonwealth, State or Territory legislation.
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MEGAPRIME® EDGE
Cast booster

RECOMMENDATION FOR USE

Charging with MEGAPRIME® EDGE

1. �Insert the detonator until it reaches the bottom of the capwell.

Forward Priming

Reverse Priming

3. �Insert the MEGAPRIME® EDGE into the bore hole, 
selecting either forward or reverse priming.

2. Clip the shock-tube into the retention lug 

4. �Push the charge hose and the MEGAPRIME® EDGE 
down the borehole, ensuring that the primer is at the 
toe. DO NOT TAMP THE BOOSTER.

5. �Charge the borehole as normal with ANFO or emulsion.


