JOHNEX

explosives

PRIMER BASKET MK2

The JOHNEX PRIMER BASKET MK2 is a
product retention device. The retention fins
automatically deploy when the booster is
inserted. The booster can be retained in the
basket by using the locking tab. The fins assist in
retention up hole after deployment.

APPLICATION STANDARD PACKAGING

The PRIMER BASKET MK2 is designed to retain the booster during

up hole charging. Suitable for 76mm-125mm bore holes. ot Bolr;?gole Suitable Booster! Suitable Booster e Case
(mrr;) Dia. (mm) Length (mm)
FEATURES AND BENEFITS
PRIMER BASKET
¢ Anti-static plastic MK2 76-125 Up to 38 Up to 130 60

e Purpose designed for underground production booster retention with
bulk explosives

e Compatible with both ANFO and emulsion production hoses STORAGE AND HANDLING

e Tapered nose cone for navigating broken ground The PRIMER BASKET MK2 is 100% plastic and is not restricted by
any transport or storage requirements

e Offers booster retention with JOHNEX emulsion

SHELF LIFE

Can be stored indefinitely

PHYSICAL PROPERTIES

PRIMER BASKET MK2 Plastic

Explosives Class: Nil SAFETY

PRODUCT DISCLAIMER: The information contained in this technical bulletin is believed to be accurate, but cannot possibly cover every application or variation of conditions under which the product
is used or tested. The specifications herein are based on the manufacturer’s experiences, research and testing. Johnson Hi—Tech (Australia) Pty Ltd trading as Johnex Explosives can not anticipate
or control conditions under which this information and its products may be used. Each user is responsible for being aware of the details in the technical bulletin and the product applications in the
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e X p I o s | V e s specific context of the intended use. Johnson Hi-Tech (Australia) Pty Ltd will not be responsible for damages of any nature resulting from the use or reliance upon the information. No express or
implied warranties are given other than those implied as mandatory by Commonwealth, State or Territory legislation.
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